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MEDIA EXCHANGE AGENTS CONCURRENT 
TRANSFERS

10 – per license and hardware limits

TRANSFER PROTOCOLS  
SUPPORTED

UDP, TCP and HTTP (port 8080) – configurable and  
auto-selecting

RELAY AGENT CONNECTIONS 20

STORAGE SUPPORT SAN, NAS (NFS or CIFS – UNC Paths)

Minimum Hardware Requirements

Hardware Media Exchange Manager and Web Server Media Exchange Agents

CPU Pentium 4, 2 GHz or higher Pentium 4, 2 GHz or higher

MEMORY 2GB Minimum; 4GB Recommended 1GB

DISK DRIVE Customer Preference (allow 5GB Signiant usage) Customer Preference (allow 5GB 
Signiant usage)

NETWORK 
INTERFACE

100Base-T 100Base-T
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Operating System Support

Operating System

Media Exchange 
Manager and  
Web Server

Media 
Exchange 
Agents Client Browser Support 

CENTOS 5.2 Firefox 3.0, 3.5

LINUX REDHAT 4.4 AND 5.2 Firefox 3.0, 3.5

WINDOWS 2003 SERVER Internet Explorer, v. 6.0, 7.0 
Firefox 3.0, 3.5

WINDOWS 2003 R2 SERVER Internet Explorer, v. 6.0, 7.0 
Firefox 3.0, 3.5

WINDOWS 2008 SERVER unsupported Internet Explorer, v. 6.0, 7.0 
Firefox 3.0, 3.5

WINDOWS VISTA unsupported Internet Explorer, v. 6.0, 7.0 
Firefox 3.0, 3.5

WINDOWS XP SP2 unsupported Internet Explorer, v. 6.0, 7.0 
Firefox 3.0, 3.5

FREE BSD 6.3 AND 7.0 unsupported unsupported Firefox 3.0, 3.5

LINUX SUSE 10.X unsupported unsupported Firefox 3.0, 3.5

MAC OSX 10.4 AND 10.5 unsupported unsupported Firefox 3.0, 3.5 
Safari 3.0

SOLARIS 10, X86 (64-BIT) unsupported unsupported Firefox 3.0, 3.5

WINDOWS 2000 SERVER SP4 unsupported unsupported Internet Explorer, v. 6.0, 7.0 
Firefox 3.0, 3.5

Note: With Linux, Signiant supports 32-bit Managers on 32-bit OS platforms and 64-bit Managers on 64-bit 
OS platforms, but does not support 32-bit Managers on 64-bit OS platforms or 64-bit Managers on  
32-bit OS.
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